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DESIGN
MISTY 165 A21 LHG - MOD

ELEVATIONS 1-3

LOT 2 MUIRHEAD STREET
BUNDARRA NSW 2359
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tiled porch slab edge- 86mm step down
with nominated fall (see slab layout)tiled threshold

gas tanks- if required

quad to front infill
see detail "A03"

door profile
to be determined

garage door
profile to be determined

MB location

aluminium sliding windows
as per manufacturers
specifications

22.5 degree roof pitch
with sheet material

350x350 brick column
concealed corner
adjustable post

brickwork above
entry door

AC unit 10kw

FC sheet infill panel
above garage door - refer to

details

FCL
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FCL

FFL

ELEVATION 2
SOUTH

RIDGE HEIGHT RL:663.159
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86mm step down
to porch

350x350 brick column
concealed corner

adjustable post

tiled edge to
porch

pre-cast slabs to be
supplied by plumber

22.5 degree roof pitch
with sheet material

AC unit 10kw
aluminium sliding windows

as per manufacturers
specifications

172mm step down
to tiled alfresco with
20mm fall see slab layout

HWS within
receased case

raked brick
sill alfresco tiled

edge

350x350 brick column
concealed corner
adjustable post

FCL

FFL

ELEVATION 1
EAST
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(obscure) (obscure)

gas tank location
(if required)
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MB location

aluminium sliding windows
as per manufacturers

specifications

alfresco tiled
edge

raked brick
sill

22.5 degree roof pitch
with sheet material

H3 timber infill above

brick sillELEVATION 3
WEST

FCL
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(obscure)
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DESIGN
MISTY 165 A21 LHG - MOD

ELEVATION 4 - SECTION 1

LOT 2 MUIRHEAD STREET
BUNDARRA NSW 2359

'S'

2,
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0 aluminium sliding windows
as per manufacturers
specifications

22.5 degree roof pitch
with sheet material

350x350 brick column
concealed adjustable posts

tiled edge to
alfresco

HWS within
recessed case

brickwork
above

172mm step down
to tiled alfresco with

20mm fall see slab layout

brick sill
ELEVATION 4
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NORTH
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reinforced concrete floor slab to engineers
detail & comply with AS2870 residential slabs

& footings & AS3600 concrete structures

soffit trimmer to be
fixed back into external frames

plasterboard wall & ceiling lining

22.50 degree roof pitch
with sheet material

FCL

FFL

FCL

FFL

SECTION 1

Note : Termite Protection
Termite protection is to be in accordance with AS3660-1
and installed in accordance with manufacturers specifications

Note : The wind classification of N2 is in accordance with
AS1684-2010 , the tie down and bracing details are to be provided to the
PCA prior to the relevant inspection

Note : Cabintery
Please refer to internal elevations for  cabinietry
designs

BED 4 LIVING

truss roof construction
as per manufacturers specifications

set at 600cts
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BACK OF FASCIA TOP SPAN 40
BATTEN

SARKING

0.42 B.M.T. COLOURBOND FINISH
CORRUGATED STEEL DECKING. SCREW FIXED
TYPE 17-12 x 50 SCREWS WITH NEOPRENE
WASHER
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