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NINTEGRITY 
NEW HOMES

REVISION SCHEDULE PLAN DESCRIPTION
PROPOSED RESIDENCE 

FOR GEOFF RILEY & GLENDA RILEY

LOCAL AUTHORITY: 

SITE AREA: 

PLAN NO:

LOT NUMBER:

DESIGN BASE :

9 Council Amendment-1 SJ 26.06.24
10 Council Amendment-2 SJ 03.07.24

11 Council Amendment-3 SJ 05.08.24

12 Electrical Updates SJ 13.08.24
13 Skylight Added SJ 12.09.24

REV: DESCRIPTION: DATE:INI:

PROJECT INFORMATION

LOT 4, 41 TUBEROSA ROAD, SAUMAREZ, NSW, 2350

4
DP247506
19462m²

URALLA SHIRE UR2214
8 of 26

JOB NUMBER:

ELEVATIONS A & B
SHEET INFORMATION

COUNCIL
SHEET NUMBER:

5

RE
VI
SI
ON
:

12/09/2024
DATE:

GUNNEDAH 205 F4

NOTE:- These plans are copyright in whole & in part to INSPIREMENOW 
Pty. Ltd. & may not be used or reproduced without written permission

Ground - FFL RL:1027.25

Ground - Top Plate 2,440

6.0°

10.0°

290 SQ COLUMN WITH RENDERED DULUX 
EXSULITE EPS 100mm AS PER SPECIFICATION

COLORBOND FASCIA AND GUTTERS INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

COLORBOND ROOF SHEETING INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

BEAMS TO MANUFACTURER'S DETAILS ALUMINIUM WINDOWS & EXTERNAL ALUMINIUM DOORS 
INSTALLED TO MANUFACTURER'S SPECIFICATIONS

SELECTED FACE BRICKWORK AS PER SPECIFICATION

TAP

RENDERED DULUX EXSULITE EPS 75mm ON 
25mm CAVITY BATTENS AS PER SPECIFICATION

PUMP BY OWNER

VELUX SOLAR FIXED SKYLIGHT INSTALLED WITH 
DRYPAN FLASHING TO RIDGE AS PER 
MANUFACTURER'S SPECIFICATION

HWU

Pitch

Pitch

FG

TAP

NGL NGL

AC

MAX 50mm BEDDING MATERIAL (SEE ENGINEERING)

Ground - FFL RL:1027.25

Ground - Top Plate 2,440

M/BOX

SCYON "LINEA 180mm" WEATHERBOARD 
INSTALLED TO MANUFACTURER'S SPECIFICATIONS

COLORBOND FASCIA AND GUTTERS INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

COLORBOND ROOF SHEETING INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

BEAMS TO MANUFACTURER'S DETAILS

ALUMINIUM WINDOWS & EXTERNAL ALUMINIUM DOORS 
INSTALLED TO MANUFACTURER'S SPECIFICATIONS

COLORBOND CAPPING OVER PARAPET 
AS PER SPECIFICATIONS

90 SQ POST AS PER SPECIFICATION 
TAP

RENDERED DULUX EXSULITE EPS 75mm ON 
25mm CAVITY BATTENS AS PER SPECIFICATION

42x38 AXENT TRIM TO GARAGE DOOR

OUTLINE OF RAINWATER TANK

290 SQ COLUMN WITH RENDERED DULUX 
EXSULITE EPS 100mm AS PER SPECIFICATION

NGL

NGL

MAX 50mm BEDDING MATERIAL (SEE ENGINEERING)

Elevation B (Right | North-East Facing) 1:100

Elevation A (Front | South-East Facing) 1:100

AJ  = ARTICULATION JOINT 
TO ENGINEER'S DETAIL   

Jairo Rojas
Placed Image
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NINTEGRITY 
NEW HOMES

REVISION SCHEDULE PLAN DESCRIPTION
PROPOSED RESIDENCE 

FOR GEOFF RILEY & GLENDA RILEY

LOCAL AUTHORITY: 

SITE AREA: 

PLAN NO:

LOT NUMBER:

DESIGN BASE :

9 Council Amendment-1 SJ 26.06.24
10 Council Amendment-2 SJ 03.07.24

11 Council Amendment-3 SJ 05.08.24

12 Electrical Updates SJ 13.08.24
13 Skylight Added SJ 12.09.24

REV: DESCRIPTION: DATE:INI:

PROJECT INFORMATION

LOT 4, 41 TUBEROSA ROAD, SAUMAREZ, NSW, 2350

4
DP247506
19462m²

URALLA SHIRE UR2214
9 of 26

JOB NUMBER:

ELEVATIONS C & D
SHEET INFORMATION

COUNCIL
SHEET NUMBER:

5

RE
VI
SI
ON
:

12/09/2024
DATE:

GUNNEDAH 205 F4

NOTE:- These plans are copyright in whole & in part to INSPIREMENOW 
Pty. Ltd. & may not be used or reproduced without written permission

Ground - FFL RL:1027.25

Ground - Top Plate 2,440

6.0°

10.0°

RENDERED DULUX EXSULITE EPS 75mm ON 
25mm CAVITY BATTENS AS PER SPECIFICATION

COLORBOND FASCIA AND GUTTERS INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

COLORBOND ROOF SHEETING INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

ALUMINIUM WINDOWS & EXTERNAL ALUMINIUM DOORS 
INSTALLED TO MANUFACTURER'S SPECIFICATIONS

COLORBOND CAPPING OVER PARAPET 
AS PER SPECIFICATIONS

SELECTED FACE BRICKWORK AS PER SPECIFICATION 90 SQ POST AS PER SPECIFICATION 

RENDERED DULUX EXSULITE EPS 75mm ON 
25mm CAVITY BATTENS AS PER SPECIFICATION

RENDERED DULUX EXSULITE EPS 100mm 
AS PER SPECIFICATION

SCYON "LINEA 180mm" WEATHERBOARD 
INSTALLED TO MANUFACTURER'S SPECIFICATIONS

VELUX SOLAR FIXED SKYLIGHT INSTALLED WITH 
DRYPAN FLASHING TO RIDGE AS PER 

MANUFACTURER'S SPECIFICATION

TAP

NGL

Pitch

Pitch

TAP

NGL

M/BOX

MAX 50mm BEDDING MATERIAL (SEE ENGINEERING)

Ground - FFL RL:1027.25

Ground - Top Plate 2,440

6.0°

M/BOX

COLORBOND FASCIA AND GUTTERS INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

COLORBOND ROOF SHEETING INSTALLED 
TO MANUFACTURER'S SPECIFICATIONS

ALUMINIUM WINDOWS & EXTERNAL ALUMINIUM DOORS 
INSTALLED TO MANUFACTURER'S SPECIFICATIONS

SELECTED FACE BRICKWORK AS PER SPECIFICATION

TAP

SOLAR PV BY OWNER

HARDIEFLEX CLADDING WITH HM4 JOINTS 
TO MANUFACTURER'S SPECIFICATION

OUTLINE OF RAINWATER TANK

VELUX SOLAR FIXED SKYLIGHT INSTALLED WITH 
DRYPAN FLASHING TO RIDGE AS PER 
MANUFACTURER'S SPECIFICATION

HWU

NGL

TAP

Pitch

NGL

MAX 50mm BEDDING MATERIAL (SEE ENGINEERING)

Elevation D (Left | South-West Facing) 1:100

Elevation C (Rear | North-West Facing) 1:100

AJ  = ARTICULATION JOINT 
TO ENGINEER'S DETAIL   

Jairo Rojas
Placed Image




